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EFFECT OF CHANMEL GEOMETRY ON TIE QJENCHING OF LAMINAR FLAMES 

By A. L. Berlad and A. E. Potter, Jr. 

The effect  of channel geometry on f k e  quenching, as  calculated on 
the  basis of average  active  particle  chain  lengths, is related among six 
different geometries:  plane parallel plates of i n f i n i t e  extent,  cylin- 
d r i ca l  tubes,  rectangular slots, cylindrical  &=liJ and tubes of e l l i p -  
t i c a l  and equilaterally  tr iangular shape. 

Experimntal  determination  of  the quenching behavior of propane-air 
flames  over  an  equivalence-ratFo  range of 0.82 t o  1.30 was  made f o r  a 

in  the  pressure range 0.08 t o  1.0 atmosphere. Ten rectangular-slot 
geometries  covering a length-to-width r a t i o  range of I: 1 t o  33.3:1, nine 
cylindrical  annulus  geometries  covering a diameter-ratio range of  1.33:l 
t o  25:1, and four cylinder diameters were investigated.  Generally good 
agreement between theory and experiment w a s  found for  both r ich  and lean 
flames. The average  deviation of the  predicted quenching distances from 
the observed  ones is 4.3 percent f o r  equivalence ratios less  than o r  
equal t o  unity and 8.6 percent  for  equivalence  ratios greater than  unity. 
These devfatione are generally  systematic,  rather  than random. 

- ser ies  of rectangular s lo t s ,  cylindrical  annuli, and cylindrical  tubes 

k 

It was also found that relatFvely small cold  surfaces may,  when flame 
immersed, exhibit very W g e  quenching effects. 

INTROIXJCTION 

Recent  flame-quenching research  (refs. 1 and 2) has indicated  that 
a   set  of simple relat ions lshould ex is t  among the  various  charnel geome- 
t r i e s   t h a t   a r e  capable of just quenching a given  flame a t  a  given  pres- 
sure. A re la t ion  between  quenching by cylindrical  tubes and  by plane 
para l le l   p la tes  was derived in  reference 1 on the  basis  of a diffusional 
quenching equation. A re la t ion between  quenching by rectangular slots 
and plane  parallel   plates of infinite  extent is  given in  reference 2. 

tries, which may be  derived on the   basis  of the  diffusional quenching 
mechanism of reference 1, may also  be  derived on the  basis of a  thermal 

* It is also  indicated  in  reference 2 that relations among quenching geome- 

" mechanism i n  which flame  propagation o r  nonpropagation i s  determined by 
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some c r i t i c a l  value  of  the  average  reactfan  temperature  excess  over t ha t  
of the  cold  gas  rather  than some c r i t i c a l  value of the  average  concentra- + 

t i on  o f  act ive  par t ic les   in   the flame. Regardless c$ which  of these 
quenching mechanisms is assumed, a sui table   set  af such  equations would 
make possible  the  prediction of the quenching ef fec t   tha t  any of a large 
number of geometries will have on a given  flame, once th i s   e f f ec t  is 
determined fo r  any one geometry. 

Thus, the  objectives of this investigation were: 

(1) To derive a s e t  of equation6 -which can be  used to   p red ic t   the  
dimensional  relations among a number of simple  geometries tha t   a re  capable 
of j u s t  quenching a given  flame at a given  pressure. 

0) 

Eu 
dr 
(SI 

(2) To test several of these  relations by experimentally  determining 
t h e  wall quenching  of propane-air flames a6 a function of air-f'uel r a t io  
and presmire for  rectangular  slots, cyTin&rs-,  -&id-cyli&ical annuli." 

" 

SYMBOLS 

The following symbals are  used  in  this  report:  

fraction of molecules present  in gaS phme w h i c h  must react   for  8 

flame to  continue30 propagate 
. .  

inside annulus  diameter 

arbitrary  constant 

arbitrary  constant 

e l l ipse  major axis 

rectangular s l o t  length . .  

t o t a l  number of  active  particles 

numerical  concentration of  active  particles 

average  numerical  concentration  af  active  particles 

number of active  particles  created  per  unit t i m e  per uni t  volume 

diffusion  coefficient For active  particles of one kihd 

quenching distance . " - . . ~  - " . . .,I 

outside annulus diameter . 

". 
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cylinder  diameter 

minor &s of e l l i p se  

plane paral le l   p la te   separat ion 

rectangular  slot  width 

side  length of  equi la teral   t r iangle  

quenching geometry factor 

specific  rate  constant f o r  reaction of act ive  par t ic les  of one kind 
with  fuel molecules 

average -i%GitTTr of fuel molecules per   uni t  volume of reaction zone 

power describing  the  temperature dependence of the  diffusion  coeffi- 
cient, D oc Tn 

pressure 

plane  polar  coordinate 

i n i t i a l  burner  wall  temperature and temperature of unburned gas 

reaction  temperature 

average tnmiber of effective  coll isions of an active  particle  with 
gas  phase  molecules before the  par t ic le  collides with and is de- 
stroyed at a wall 

time between effective  coll isions 

equivalence r a t i o  

Subscripts: 

a annulus 

c cylinder 

e e l l i p se  . .  . .. . 

i active  particle  species 

p plane  parallel   plates of infinite  extent 
C 

- r rectangular  slot 

t equi la teral   t r iangle  
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TKM)RY 

Quenching by cylindrical  tubes and plane  parallel   plates of in- 
. k  

f ini te   extent .  - A re lat ion between the  quenchlug distances  associated 
with cylindrical  tubes and plane  parallel  plates- of infinite  extent i e  
derived in  reference 1 on the  basis of the  diffusional quenching equa- 
t ion ~ . "  - "" . 

.- - - 
" 

- ." 

The geometric  factor G was determined  from the average chain- 
length  calculations of Semenov (ref. 5 ) .  The average  chain  length is 
the average nuder   effect ive  col l is ions of an  active  particle  with 
gas phase. molecules before  the  particJe  collides with and is destroyed 
a t  a w a l l .  For the  case of the  cylinder,  reference 3 gives 

For the case of plane  parallel   plates.of  infinite  extent,   the average 
chain  length (ref. 3) is  

" 

" 

Equation (4) i s  the re lat ion between these two quenching geometries when 
ei ther  is capable of just quenching a given  flame. 

It is significant t o  note that the assumption tha t  all terns  other 
than G on the  r ight  side of equation, (1) are unchanged by  a change i n  
geometry gives rise t o  a constant dimensional re la t ion between % and dc 
(eq. (4) )  and -lies  that  other such relations  should  exiet among other 
quenching geometries. . 

Quenching by rectangular  slots. -. I n  order t o  calculate  the flame- 
quenching effects  of  rectangular c h b ~ e l s ,  assuming the  same type of 
diffusion mechanism  employed i n  reference 1, one may proceed by f i rs t  

".. 
c 
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solving  the  dTffusion  equation  subject to the  appropriate boundary con- 
ditions. Thus, consider a rectangle  with  center at the  origin  of  the 
X,Y plane. The rectangle is of length  br and of width dr  (fig. 

=!- 
d 

rectangular  channel of in f in i te   ex ten t   in  which active pazticles are 
being  generated uniformly throughout the volume and destroyed on co l l i -  

1% sion  with  the w a l l s .  The differential   equation of diffusion  describing 
this case i s  

u- l ( c ) ) .  Let this  rectangle correspond t o  a typical cross  section of a 

subject  to  the boundary conditions 

and 

If a uni t  height i s  considered, t h e  t o t a l  nuniber of act ive  par t ic les  
in  the  rectangular  channel CTJr is given by 

An equation  entirely analogous t o  those  for  cylinders (eq. ( 2 ) )  and 
plane parallel plates  (eq. (3) may now be written 

where G, is the factor  associated  with  the  particular  rectangular geome- 
try considered and i s  a function of dr-br, the  width-to-length r a t i o  of 
the  rectangle. Thus, the  condition  that a given flame be quenched by 
both geometries under identical  conditions is given by 
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The formal  mathematical problem associated  with  equations ( 5 )  and 
(6)  corresponds to other  physical problgms which have already  been - 
treated  snd which are  presented by Jakob (ref. 4 )  and by P u r h y  (ref. 5, 
pp. 16-18).-The results  given by these  authors may be used to   calculate  
values of CY fo r  a range of length-to-width  ratios of the  rectangular 
s lo t .  The factor C& may be  evaluated. as a function of (dr/b,) through 
the use of these  values. The results may be f i t t ed  t o  a quadratic equa- 
t ion and used  with  equation (8) to   g ive  m 

” dP - 1 - 0.300 (2) - 0.047 (27 
dr 

Quenching by cylindrical  annuli. - Proceeding i n  a similar manner, 
consider  an  anmlus of inf ini te   extent  that is  defined  by two concentric 
cylinders of diameters a and b, where a < b (fig. l (d ) ) .  AB before, 
l e t   t h i s  annulus  represent a region in which active particles are  uni- 
formly generated  throughout the volume and destroyed on collision  with 
the walls. The differential   equation of diffusion  describing  this  case 
i B  given i n  plane polar coordinates as 

The boundary conditions  are 

and 

r = d d 2  

It can be shown (ref.  6) that equation (10) has the  solution 

where B1 and B2 aPe arbitrary  constants.  Application of  the boundary 
conditions  gives 

c 

n 
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and 

When a unit height i s  considereh, the  total m b e r  of act ive  par t ic les  
CT,a in t he  aZltXlhlf3 is given by 

or 

Oa the basis of the re lat ions given f o r  the reaction  velocity (ref. 3), 
it fo l lows  that 

Thus 

or 
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Thus, equations (2)  and (19) give 
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Equation (20) gives  the  relation between the quenching effect  of 
an annulus and t h a t  of a cylinder fn te&s of the  diameters and the diam- 
e t e r   r a t i o  of the  cylindrical  surfaces involved. &"expected,  dc =I 

for  the  case where a = 0. 

Quenching by channels of e l l i p t i c a l  and triangular cross section. - 
Calculations  for any geometries  other than those  diacussed  previously 
may be  carried out i n  a similar fashion.' Thus, when a channel of e l l i p t i -  
cal  cross  section, where and be &?e the  minor and major  axes, 
respectively,  (fig. l ( e ) )  i s  considered, it follows from reference 5 
(pp. 13 and 18) tha t  t h e  average  chain  length i s  given by 

A s  expected, this equation  reduces t o  equation (2)  f o r  the  case where 
% be- 

Similarly, for a channel  with a cross  section  defined by an equi- 
la te ra l   t r iangle  of side  length dt (fig. l ( f ) ) ,  the resul ts  of refer-  
ence 5 (p. 28)  may be interpreted  to  give 

General relations.  - The dimensional re la t ion among the six quench- 
ing geometries t reated may be  expressed by the  following set of equations: 

2 2 2 
% = 5 = 2 [I- - 0.300 (2) - 0.0470 (5-1 12 32 12 

dr  2 

. .. 

". . 
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The apparatus  consisted of a fuel-air  metering-and-mixing  system, 
a s l o t  burner  enclosed i n  a pressure-tight tank, and  various inser t s  
which  were placed in the  openhg of the s l o t  burner so as t o  a l t e r   t he  
geometry of  the  burner channel. The sonic  orifice propane-and-sir m e t e r -  
ing system and the  s l o t  burner have  been previously  described (ref. 2) .  
Consequently, discussion of the apparatus w i l l  be limited t o  the i n s e r t s  
used t o  modify the  geonetry of the  burner channel. 

Two types of slut burner insert were used: one type was designed 
to produce rectangular  channels,  the  other t o  produce annular or  
cylindrical  channels. 

An example of  the  first type of insert i s  i l l u s t r a t ed  in f igure 2(a). 
Two water-cooledbrass  blocks are placed i n   t h e  opening of the   s lo t  
burner i n  such a way as t o  produce E rectangular channel.  Blocks .of 
various dimensions were made i n  order t o  provide various rectangular 
channels. A spacer bar w a s  made for each pa i r  of water-cooled  blocks. 
The bar had exactly  the dimensions of the  desired channel. The blocks, 
one on each  side of the  spacer  bar, were placed in   t he  slot burner and 

spacer  bar was then removed, leaving a channel of the  desired dimensions. 
- clamped t igh t ly  in place by the  movable w a l l  of t he  slot burner. The 

- The kind of insert used t o  form channels of annular  cross  section 
i s  shown in   f igure  2(b). The cylindrical  opening i n   t h e  hollow brass 
block forms the  outer diameter of the annulus. The removable centerbody 
forms the inner diameter of the  annulus. Both the hollow block and 
centerbody were w a t e r  cooled as shown.  The position of the  centerbody 
with  respect t o  the  cylindrical  opening  could  be  adjusted by means of 
the  screws. 

Exact axial  Etlinement  and centering of the centerbody is quite im-  
portant,  particularly when the  difference between the  inner and outer 
radi i  of the annulus is relat ively small. As a device to aid proper 
s i tuat ion of the centerbody, accurately machined brass  sleeves w e r e  made 
t o  f i t  each of  the  annular  channels. The w a l l  thickness of each sleeve 
was  made 0.002 inch  less than the  difference between the  inner and outer 
rad i i  of the corresponding  annulus. The length of each sleeve was 
slightly  greater  than  the  length of the anmlm channel. These sleeves 
were used t o  center and to   a l ign   the  centerbody in   t he  following way: 
The position of the  centerbody w a s  adjusted by the screws (fig. 2(b)) 
unt i l   the   brass   s leeve would s l i p  easi ly  i n t o  the  ent i re  length of the  
annular  channel. Any slight misalinement of the  centerbody was shown by 
sticking or Jamming of the  sleeve. 

I 

Very small centerbodies were made by joining 0.04- o r  0.10-inch 
stainless-steel   tubing t o  a short  brass  tube of large enough diameter t o  

* be  conveniently  held  by  the  positioning screws. These small centerbodies 
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were cooled by blowing air through them, so that it was necessary t o  ex- 
tend  the  centerbody 10 t o  1 2  inches above the  burner l i p  t o  avoid dis- 
turbance of the f l a e  by the air blast from the centerbody t ip .  

It was sham  experimentally that exact  centering of centerbodies 
which are small r e l a t i v e   t o  the outer: diameter of the annulus was much 
less cr i t ica l   than  f o r  larger  centerbodies. Consequently, the 0.04- 
and  0.10-inch air-cooled  centerbodies were centered  visually,  using a 
0.25-Lnch inside-diameter  sleeve 86 a'guide. 

The insert  used t o  form annular  burner  channels was also  used  to  
form cylindrical  channels simply  by rwoval  of t he  centerbody. To ob- 
ta in   cyl indrical  channels  of different  diameters,  brass sleeves were 
slipped  into  the  cylindrical opening of the hollow block. The l i p s  of 
such sleeves were water cooled. 

The limiting  pressure for flame propagation  through a burner  channel 
of any given geometry was measured i n  the same  manner as described  in 
reference 2. First, a f l a m e  was established on the  burner. Then, after  
the combustion pressure w a s  stabilized,  flow t o  the burner was suddenly 
interrupted. The fkme would either  die on the  burner  lip, o r  f lash  back - 
through the  burner  chnnel.  Generally,  the  difference between the two 
pressures which defined  the  transition from the  flash-back  region t o  the 
quenching region  could  be  determined t o  about 0.02 inch of mercury. 
Flash back  occurred a t   t he  upper pressure, quenching a t  the mer. The 
limiting  pressure w a s  taken t o  be  the.,average. o f  these two pressures. . . -. 

c 

The question of. whether or not air  cooling  provided sufficient  cool- 
ing  for   the small (0.04 and 0.10 i n . )  centerbodies was resolved by de; 
creasing  stepwise  the flow through  the  centerbody, measuring the  limiting 
pressure  after each step. The limiting  pressure remained unchanged u n t i l  
t he   a i r  flow was decreased t o  an exceedingly small fraction of the nor- 
mally used flow. It was concluded that the method of cooling was 
satisfactory. 

.. - 

-. 
" - 

Experimental  propane-air quenching data are recorded in   t ab l e  I f o r  
the three quenching geometries  tested: quenching by  rectangular slots, 
cylinders, and cylindrical  annuli. Curves of limiting quenching pressure 
as a function of a i r - fue l   ra t io  are presented  in figure 3 for rectangular 
s lo t s  and in   f i gu res  4 and 5 for cyllndrical a m l i  and cylinders. In  
these  figures, an  equivalence rat io   scale  9, as well as a mass air-f'uel 
ra t io   scale  is given.  StoichiometrLc air-fuel   ra t io  i s  indicated  in each - 
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figure by a short   vertical   lfne  placed  just  above the  air-fuel  scale. 

large t o  serve  the aims and purposes of t h i s  research and was actually 
narrower than  the  range  that  could have been obtained  with  the quenching 
apparatus f o r  the 0.1-atmosphere t o  1.0-atmosphere pressure  range 
investigated. 

c The range of cp values examined, 0.82 t o  1.3, w a s  deemed sufficiently 

DISCLTSSIOM OF RFSULTS 
w 
N 
W 
$= In  order to compare the  observed quenching 

investigated  with that predicted by theory,  the 
used. The fu l l   l ength  (b?, 5 in.)  rectangular 

behavior of the geometries 
follaring approach w a s  
s l o t  quenching distances 

need only small "end  co&e&ions" t o  be  converted t o  benching  dietances 
f o r  plane pa ra l l e l   p l a t e s  of inf ini te   extent .  Equation (9) waa used t o  

rectangular s l o t  width  values f o r  which the  length-to-width r a t i o  
> 
1 
3 
4 calculate  reference  plane  parallel  plate  separation dp values from the 

1 was greater  than 10. The dr  values  used and the  reference dp values 

5 calculated from them are  indicated  in  f igure  3(a).  For a given air-fuel  
-I 

ratio, a logarithmic plot of  these dp values  against  limiting quenching 
pressure was then made and a straight l i n e  was obtained. For a given 
a i r - fue l   ra t io ,   th i s   l ine  (fig. 6) defines  the  reference % values with 

"calculated" plane para l l e l   p l a t e  quenching distance  for any geometry 
was then  defined to be  that w a l l  separation which would, according t o  
equation (23), be  as effective a quenching system a s  the geometry in  
question. These calculated  values are Indicated i n  figure 6 as data 
points. 

- 
- which the  quenching behavior of a l l  other  geometries  are compared.  The 

A comparison of reference and calculated  plane parallel p la t e  quench- 
ing distances as a functfon of observed lirdting  pressures  for  cylinders, 
annuli, and rectangular slots is preserrted i n  figure 6 fo r   a i r - fue l   r a t io s  
o f  19.0, 18.0, 15.6, 13.0, and 12.0. In  f igure 6, the  s t ra ight   l ines   are  
based  only on the  reference dp values of f igure 3(a). 

The agreement of theory  and experiment may be seen from the follow- 
ing table  which p e s e n t s  the percentage  deviation of calculated from 
reference  plane  parallel  plate quenching distances  for  various  geometries: 



12 NACA FM E54C05 

Mass 
deviation,  deviation, s l o t  ratio,  r a t i o ,  
Cylinder Annulus Rectangular  Equivalence 

A P  cp percent  percent deviation, 
percent 

19.0 0.822 

5.07 11.33 ll.12 : 1.30 12.0 
6.57 5.99  8.50 : 1.20 13.0 
7.07 3.99  6.16 1.00 15.6 
7.91 2.39 3.96 ' .867 18.0 
7.48 1.77 3.63 

CP 51 range 4.58 2.72 7.48 

CP W 1 range 9.81 : 8.66 5.82 

Total range I 6.67 ' I 5.09 6.86 

For  rectangular  slots and f o r  cyiindrical  a m l i ,  the agreement 
between theory and experiment improves systematically as the f l a m e  varies 
from r i c h  t o  lean. For the caee of qkenching by cylinders,  systematic 
improvement occurs when the  flame is varied from lean  to  r ich.   In 
practically all cases, however, the  deviation of the  calculated from the -. .. 

reference  plane  parallel  plate quenching distance appe&s t o  depend upon 
the  air-fuel  ratio.  T h i s  deviation may be interpreted  to  mean that the t 

term 

" 

. .. . .. 

of equation (1) varies  slightly  with geometry and that t h e  amount of 
this  variation is mildly air-fuel-ratio dependent. 

Examination of the data of figure 6 indicates  that  the  individual 
deviations  for any geometry practically  almys have the same algebraic 
sign. Allowing for  a small amount of :experimental scatter, it is  
apparent that   the  calculated  plane  pwallel  plate quenching distances 
for  annuli   are somewhat larger  than  asticipated and that  those  for  rec- 
tangular slots and cylinders are somewhat smaller  than  anticipated.  This 
may again be interpreted as meaning that the term d2/G varies s l i g h t l y  
with geometry. 

Good agreement between calculated. and reference $ values is ob- 
.- 

tained even for  values of CP > 1 (A/F e 15.6). Because equation (1) does V 

not  appear t o  be entirely  suitable  for  values of (P > 1 (ref. 2) ,  t h i s  
agreement ME~Y be a t t r i bu ted   t o   t he   f ac t   t ha t   a l l  term6 other  than d and 
G essentially cancel out in  the  course of the  calculations. " 

. .  
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The fact that a relat ively small cold  surface may exhibit a large - quenching effect, under  proper  circumstances, is supported  both by theory 
and experiment. Thus, equation (20) may be used t o  predict that when a 
0.04-inch-outside-diameter cold. tube is inserted  along  the axis of a 
1-inch-inside-diameter  tube, the   un i t  w i l l  qyench as effectively as a 
0 . 8 3 - i n c h - i n s i d e - d e r   c y l i n d r i c a l  tube. The observed effect  i s  even 
larger  than  that  predicted, and the  uni t  quenches as effectively as a 
0 .75 - inch - ins ide -d te r   cy l ind r i ca l  tube.  This  large  effect may be 
explained by the   fac t  that even a small surface can serve as a large 
sink for  active  partfcles (fig. 7). Thus, a small centerbody changes 
the  active-particle  concentration  field from one with a re la t ive  maximum 
at the  center  for the cylinder t o  zero  throughout the centerbody for  an 
annulus (fig.  7 ) .  The average  concentration of active  particles  in  the 
channel is  thereby  sufficiently lowered t o  cause a large  increase  in  the 
quenching ef fec t  of the  uni t .  

E 
W 

It has been indicated  (ref. 2) t ha t   t he   e f f ec t  of geometry on  quench- 
ing  predicted on the  basis  of the average  chain  length  calculations may 
also  be  predicted  through  the  use of a thermal quenching equation i n  which 
the  propagation o r  nonpropagatfon  of a flame is  determined by some c r i t i c a l  - value of the average  reaction  temperature  excess. Thus, f igure 7 m y  also 
represent  the change in  the  reaction  temperature  f ield from one with a 
maximum at  the  center  f o r  the  cylinder t o  cold gas temperature  throughout 

I the centerbody fo r   t he  anrmlus. 

It is  interest ing t o  note w h a t  t h e  preceding  analysis  suggests f o r  
the quenching of  flames whose propagation is not governed solely by simple 
diffusion (or conhction)  processes. Thus, f o r  a turbulent flame, a cold 
centerbody  introduced along the  axis of a cylinder may serve as an even 
larger sink for   act ive  par t ic les  (or f o r  heat)  than it does in   t he  Laminar 
case. 

SUMMARY OF RESULTS 

The following  observations were made during  the  investigation of 
channel geometry effect  on quenching laminar flames: 

1. The effect  of geometry on flame  quenching may be  calculated f o r  
plane  parallel   plates of infinite  extent,  cylindrical  tubes,  rectangular 
s lo t s ,  cylindrical  annuli, and tubes of e l l i p t i c a l  and equilaterally 
triangular shape by use of the  following  set of equations: 
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where 

inside annulus diameter 

e l l ipse  major axis 

rectangular  slot  length 

outer  diameter of .annulus 

cylinder diameter 

minor axis of e l l ipse  

plane  parallel  plate separation : 

rectangular slot width 

side length of equi la teral  triangle 

2. Flame-quenching dat8 f o r  propane-air  flames by means of 8 series 
of  rectangular slots, cylinders, and cylindrical  annuli were obtained f o r  
a range of' pressures and air-f 'uel  ratios. 

3. The average  deviation of the  predicted quenching distance8 from 
t h e  observed ones is 4.3 percent  for  equivalence  ratios less than o r  equal 
to   un i ty  and 8.6 percent  for  equivalence  ratios  greater  than  unity. These 
deviations are generally  systematic, ra ther  than random. 

4. Relatively small cold surfaces liiay, when flame immersed, exhibit . 
very lmge quenching effects .  Thus, a 0.04-inch-outside-dfameter cold 
tube when inserted  along  the  axis of 8 1-inch-inside-diameter  tube w i l l  
cause the unit t o  quench as effectively as a 0.75-inch-inside-diameter 
cylinder. ..  .. - 

- 
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The following  conclusions were drawn f r o m  the  investigation: 

1. The observed variation of flame  quenching as  a function of 
quenching geometry may be  successfully  predlcted for a range of pressures 
and for   r ich  as w e l l  as lean  propane-air flames. 

2. The increased quenching ef fec t  brought about through the  intro- 
duction of a cold  surface  into a bounded flame is  essent ia l ly  determined 
by how large a sink ( f o r  heat o r  f o r  act ive  par t ic les)  the surface is. 
Thus, a small approprfately placed cold  surface may exhibit a large 
quenching effect .  
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TABLE I. - PRCPANE-AIR WCEING DATA F$ RECTANGULAR SLOE, C y L I I i D E F s ,  

AND CYLINDRIC& ANNULI 
r :  .- 

Rectangular* hlota - 
A i r -  
fuel 
ratio 
A/F 

A i r -  
fuel 
rat i c  

" 

A/F - 
13.77 
12.84 
l L b 1  
18.93 
18.92 

18.25 
17.94 
16.89 
15.92 
W. 92 

14.69 
13.86 

12.86 
12.86 

ll.83 
U.80 

18.95 
17.92 

17.78 
17.01 
15.95 
14.92 
14.86 

l3 .a1 

ll.75 

l3.k 
12.83 
ll.77 
18.12 
17.98 

16.97 

14.91 

12.84 

15.91 

13.85 

, . . . - . . 

PFe a - 
B w r e  , 

p, 
atm 

3.2674 
.2794 
. m 5  
.2206 
.2306 

.2062 

.2052 

.1878 

.1775 

.1738 

.1708 

.1694 

.1671 

.1734 

.17M 

. mol 

.la41 

.18Z 

.lam .Is54 

.16S 

.1567 

.la4 

.1440 

.1440 

.I434 

.1467 

.1564 

.1440 

.1454 

.1369 

.1300 

.X67 

.1267 

.l3U 

Pres- 
sure, 
p, 
atm 

3.1427 
.6082 
.5531 
.5207 
.4873 

.4569 

.4462 

.4512 

.4689 

.5113 

.3108 

.2894 

.2727 

.2610 

.2547 

.2567 

.2717 

.3195 

.2236 

.2062 

,1968 
.1962 
.1a78 
.1888 
-1845 

.1865 

.19m 

.2025 

.1357 

.1290 

.1227 
,1220 

: 12831 120g1 
. ms, 

A i r -  
fml 
ratin, 
A h  
" 

11.03 
19.00 
18.24 
17.36 
16.47 

E. 36 
14.34 
13.26 
12.21 
ll.40 

18.97 
17.96 
16.98 
15.97 
14.88 

13. a5 
12.91 
u.63 
18.88 
17.97 

16.99 
16.94 
15.94 
15.86 
14.89 

13.81 
13.41 
12.36 
18.55 
17.61 

16.62 
15.61 
14.57 l3.55 
12.59 

Lemh 
br , 
in. 

Length 
4.1 

in. 

5 0 L8.99 
17.93 
16.95 
E. 92 
15.91 

14.86 
13.86 
13.84 
12.80 
U.79 

ll.77 
18.93 
17.93 
16.97 
L6.96 

E. 98 
14.86 
14.84 
U.86 
L3.81 

13.80 
12.80 
Ll.78 
ll.75 
18.94 

L8.87 
17.96 
17.91 
17.02 
17.01 

E. 93 
E. 91 
14.90 
L4.87 
L3.88 - 

3. 0. 0.510 
.150 

T 

.255 

1 
.340 

t 
.510 

,4294 
.3927 

.3539 

.3492 

.3$86 

.3573 

. s o  

.333 
,3964 
.3543 
.33m 
.3%2 

.3095 

.2978 

.29%4 

.29m 

.2938 

.2944 

.3242 

.3285 

.35m 

.3=5 

.3158 

.3(191 

.2914 

.2891 

.m2a 

I 

.375 

. 

.750 

1.499 

.2747 
,2760 I I 
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.I 

n 

-9  
N 

M 

& 

TABLE I- - Continued. PROPANE-AIR QUENCHING DATA 

cxLCNDRICAL m 1  

(b) Cylhders 

Diameter, 
dc, 
in. 

0 * 252 

i 

.499 

T 
750 

i 

Air - 
fuel 
ra t io ,  

A/F 

18.99 
17.93 
17.04 
15 -98 
14-91 

14 - 83 
13 - 96 
13.85 
22-84 LL. 79 
18.99 
18.92 
17.99 
E.98 
l5 -94 

E .92 
14.90 
13.91 
12.82 
11 84 

11 79 
19.26 
18.04 
17.95 
17 03 

Pressure, 
p, 

a t m  

0 4853 
4442 

* 4208 - 4051 
.39u 

, 3934 
.3954 
3940 
.4n4 - 4669 
- 2232 
* 2229 
.2072 
* 1972 
.19E 

1918 
1885 
-98 

* 1992 
2232 

2232 
1450 
.13!50 
1333 
1280 

0 - 750 

t 
1.000 

Air- 
fuel 
ratio,  

a / F  

16 02 
15 - 92 
14 - 94 
14.89 
14 - 86 
13.89 
12.89 
12 -81 
ll. 83 
18.98 

17.95 
17 90 
16.88 
15.94 
15.28 

14.93 
13 84 
12.78 
12.09 
11 - 76 

Fressure, 

atm 
p, 

0 1223 
.I227 
.I210 - 1216 
-1219 

. I223 

.x277 
-1287 - 1420 
.0999 

.0949 - 0953 

.0909 

.0896 
-0879 

.0886 
-0896 
.0946 
.lo29 
.lo29 
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a, in. 

0.  

L . 000 
1 

Insldc 
Siam- 
ster, 
a, in. 
3.040 

.) 
.250 

T 
.498 

f 

.040 

.. . 

Air - 
f u e l  
ratio, 

AfIF 

18.89 
17.86 
16.98 
16.93 
15.85 

14.91 
14.76 
13.84 
12.86 
12.76 

U.81 
18.95 
18.89 
17.89 
16.96 

u.95 
15.82 
14.74 
L3.86 
L3.81 

L2,78 
11.83 
u .79 
L8.90 
L7 .86 

16.90 
L5.86 
-5 .?6 
'4.78 
-4.77 

3.82 
2 .BO 
-2.70 
-1.87 
s.77 
-8.95 

.7.91 

.a. a9 

- 
pres - 
E W 8 ,  

p, 
a t m  

3.1945 
,1831 
.I748 
.1746 
.1701 

,1701 
,1698 
.1721 
.1854 
.1902 

,2105 
.3081 
.3068 
.2%4 7 
,2727 

.2717 

.2 587 

. 2 m  

.2 603 

.2627 

,2891 
.3372 1 
.3375 1 

.5939 

.5999 

- 
da. 
In. 

L. n 

_. 
Insidc 
d i a -  
eter , 
a, 
in. 

0.C 0 

.loo 

v 
.250 

.498 

- 
A*- 
fuel 
ra t io ,  

A/F 

17;  03 
16.93 
15'. 90 
14.94 
14.80 

13.80 
l3.78 
Lz i80 
12.75 
11; 72 
U; 72 
18; 99 
18 99 
18.04 
17.04 

17 .OO 
15.98 
15.96 
L4.90 
L4 .'8 9 

L3 .a4 
L2 .'84 
L2 .a1 
L1.83 
L8.97 

L7 .SI 
L7.89 
L7.06 
!5 0 95 
14.89 

13.82 
5 .BO 
12.83 
-1.84 
-1.78 
-8.99 
-7.98 

fL-" . . ~ .  . ., 

Pres- a, 

p, ' 
sure, in. 

atm 

0.1240 1.001 
.1243 
,1213 
.I209 
,1203 

.1230 

.12 27 

.I313 

.13 27 
,1527 
.194 
.1544 
.1534 
.14S7 
.I377 

. I390 

.I347 

.I330 

.I337 
1337 

.I384 

.15Q1 

.1481 

.1684 

.1888 

.1765 

.17 61 

.16W 

.X38 

.1621 

.X64 

.1661 

.la8 

.2 115 
,2122 
.3014 
.2837 

Y 

0.4 8 

.626 

.750 

A i r  - 
f u e l  
r a t i o ,  
A/F 

17.02 
16.93 
15.91 
14.97 
14.91 

14.84 
13.81 
13.78 
12.82 
11.79 

18.98 
la .02 
16.97 
16.93 
15.95 

14.88 
14.96 
13.84 
L3.76 
12.85 

12.84 
11.80 
18.93 
17.97 
17 .01 

16.94 
15.98 
14.93 
14.88 
L4.40 

14.32 

L3.82 
L2.84 
L2.83 
L2.81 
L1.83 
L1.77 

~3 .a4 

Pres- 
mre,  
p, 
atm 

0.2714 
.2697 
.2623 
,2583 
.2597 

.2 603 

.E694 

.2640 

.2871 

.3469 

,4505 
.4161 
.3967 

.3683 

.3 559 

.3566 

.3553 

.333 

.3690 

.37m 

.4087- 

.6577 

.6106 

.584 S 

.5818 

.5605 

.5541 

.5551 

.5534 

.5554 

.5544 
,5521. 
.6193 
.62W 
.6256 
.7242 
,7269 

.3e23 

. 
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(a) Rsotsagular inaart. 

Pigur~ 2. - B b t  burner wIth m o r t .  
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(b) hmlar  j n 8 e d .  

Figure 2. - Ccmclubed. S h t  burner w i t h  insert. 
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.I, 
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Air-fuel ratio, A/F 
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I I I I 1 Ratio of 'slot a 

3.255 

.51c 

A i r F f u e l  ratio, A/F 
1 0 

L I I I I  I I 
1.56 1.30 1.11 .975 .867 .780 

Equivalenue ratio, cp 

(b ) Slots  of various lengths and width8 . 
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.56 

.a4 

fl 18 

I I t I I  I I 
1.56 1.30 1.U .975 .a67 .780 

Equivalence ratio, (I 

lFigure 5. - Lfmiting preseure oupvea for series of oylindere. 
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.8 

.6 

.4 

. z  

.1 .2 
Pressure, p, a t m  

.4 

Alr-fuel,ratio, l8.0 

1 
.8 1 .o 

Figure 6 .  - Continued. Calculated plane parallel plate puenching dietance 88 a function 
of observed limiting pressure for various &ometriea. 
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(c) Air-fuel ratio, 15.6. 

Figure 6. - Continued. Calculated plane psrallel plate guenchbg dietance as 8 
function of observed limiting pressure for various geometries. 
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(a) Air-fuel rho, 13.0. 
Figure 6 .  - Continued. Calculated plane parallel plate quench- distance BB a 

function of  observed limiting pressure far various gmetr iee .  
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. 

31 

.1 .2 .6 
Pressure, p, atm 

(e) Air-fuel ra t io ,  12.0- 

Figure 6 .  - Concluded. CalcuLated plane perallel plate quenchfng distance as 8 

function of observed. limfting pressure for Mtrioue geometrlss. 



Figure 7.  - Relative atom concentration (or reaction tempaature excess) as functiclll 
of position in cylinder and annulus for typlcal case of laminar fLama propagation 
(qualitative  representation). 
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